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Shenzhen Anyuan Technology Co., Ltd
Product Brief Introduction
    Anyuan----Digital Video Server（DVS）
[image: image15.jpg]



[image: image12.png]


April. 2009
Product Lists：
	Type
	ITEM
	Model
	PIC

	HH5800   Series DVS
(Hi3512)
	No-Storage Series
	1-Channel D1 Encoder
	AY-VS201
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	1-Channel CIF Encoder
	AY-VS202
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	2-Channel Encoder
	AY-VS203
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	4-Channel Encoder
	AY-VS204
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	1-Channel Decoder
	AY-VS301
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	Encoder Platform
	AY-VS200
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	Decoder Platform
	AY-VS300
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AY-VS201Series DVS Brief Introduction：

AY-VS201 Digital Video Server is an embedded surveillance device specially designed for network application. It’s used the newest ethnics and high integration single chip SOC Hi3512 with powerful Linux RTOS (Real-time Operating System) realizes high performance and low cost digital multi-media process. Built-in (ARM9+DSP) and high speed video frequency processor, realizes the code, network transport and video record in a body's media processing, had guaranteed system's high integration rate, the redundant reliability and the high stability to actually realize industry level MTBF (Mean Time Between Failure).The H.264 video compression algorithm assures image transmission clearer and more fluent. Built-in IDE, USB, the SD card interface, convenient user realizes the video storage and the data backup; Built-in Web Server allows user to carry out remote control via Internet Explorer conveniently. Furthermore, central management software can be used for integrated surveillance and management of multiple video servers, so that build up large and multilevel video surveillance system.
Features:

●It has high-performance Multimedia Processor, SOC single-chip Hi3512, high-speed processor with built-in ARM9+DSP.
●It has high-sensitivity, and high signal-to-noise ratio (SNR).
●The Optimized H.264 Main Profile compression algorithm is better to satisfy the transmission of High Definition video at low network bandwidth.
●It supports D1 High Definition digital video server, fully compatible with Half-D1, CIF and QCIF.

●It Supports G726, G711, ADPCM and so on audio compression algorithm to make the audio more clearer
●It can support multi-users to visit at the same time.

●It is built-in Web Sever to realize remote surveillance, controlling and setting via IE

●It can support 802.11b/g wireless network, and CDMA1X, GPRS mobile network.
●It supports upgrade by remote control.

●It supports local or network storage. It is built-in SD slot. And it was integrated several network storage protocols

●It supports many network protocols, for example: HTTP, TCP/IP, UDP, SMTP, DDNS, DNS, SNTP, BOOTP, DHCP, FTP, RTSP, SNMP and so on.

●It supports dynamic IP address, LAN, PPOE, Internet (ADSL and Cable Modem) and DDNS.

●It supports bi-directional real time transmission of audio and broadcast.

●It has network self-adapting technology to adjust video frame rate automatically according to the network bandwidth.

●It provides video loss, motion detection and sensor alarm functions.

●It provides RS485/RS232 serial port and built-in several decoding protocols. Also it supports transparent protocols
●Auto-retrieve function and auto-connection network

Part 1:  Hi3512 Solution Encoder and Decoder
ITEM1:  Product Name: One-Channel D1 Encoder
Model: AY-VS201                                         [image: image9.jpg]



Model: AY-VS201-W (built-in WiFi)
Technical Specification:
	Video Input 
	1channel composite video, PAL or NTSC                                                                   

BNC interface,1.0Vp-p,impedance 75Ohms 

	Video Compression
	H.264 Main Profile

	Two Streaming
	Primary and Secondary : H.264/ MJPEG option

	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*480 (D1) 

	VVideo Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Frame Rate 
	PAL: 1-25 frames/second

NTSC:1-30 frames/second

	Video Compression Bit rate
	16Kbit/S～16Mbit/S

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω,

	Audio Compression
	G.726, G711, ADPCM

	Audio Input
	1 channel, RCA port, liner input, Impedance:1KOhms

	Audio Output
	1channel,RCA port, linear output

	Audio talk-back input
	1 channel ,MIC port

	Overlaid Caption
	Channel, Date, Bit rate. position adjustable

	Communication Interface
	1 10M/100M self-adapting Ethernet port, RS485 port, RS232 port 

Built-in some high-speed protocols and decoding protocols.

Support public protocols. 

Support CDMA, GPRS mobile network.

	Storage interface
	1Support SD card storage and snapshot, SD2.0 standard. (Max 32G SD card), Support FTP server.

	Alarm Input 
	4 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

	Alarm Output 
	4 channel on/off output,120VAC 1A/24VDC 1A

	Alarm Message
	Sending alarm message by Email.

	Input Power Supply
	DC 12V,1A

	Maximum Power
	Less than 7W

	Operating Temperature
	-10 ~ +55℃

	Operating Humidity
	10 ~ 85%

	Dimension
	205mm(L) * 50mm(H)* 130mm(D) 


ITEM2: Product Name: Two-Channel Half-D1 Encoder
Model: AY-VS203                                     [image: image10.jpg]



Model: AY-VS203-W (built-in WiFi)

Technical Specification： 
	Video Input 
	2 channel composite video, PAL or NTSC                                                                   

BNC interface,1.0Vp-p,impedance 75Ohms 

	Video Compression
	H.264 Main Profile

	Two Streaming
	Primary and Secondary : H.264/ MJPEG option

	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*480 (D1) 

	VVideo Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Frame Rate 
	PAL: 1-25 frames/second

NTSC:1-30 frames/second

	Video Compression Bit rate
	16Kbit/S～16Mbit/S

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω,

	Audio Compression
	G.726, G711, ADPCM

	Audio Input
	1 channel, RCA port, liner input, Impedance:1KOhms

	Audio Output
	1channel,RCA port, linear output

	Audio talk-back input
	1 channel ,MIC port

	Overlaid Caption
	Channel, Date, Bit rate. position adjustable

	Communication Interface
	1 10M/100M self-adapting Ethernet port, RS485 port, RS232 port 

Built-in some high-speed protocols and decoding protocols.

Support public protocols. 

Support CDMA, GPRS mobile network.

	Storage interface
	1Support SD card storage and snapshot, SD2.0 standard. (Max 32G SD card), Support FTP server.

	Alarm Input 
	4 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

	Alarm Output 
	4 channel on/off output,120VAC 1A/24VDC 1A

	Alarm Message
	Sending alarm message by Email.

	Input Power Supply
	DC 12V,1A

	Maximum Power
	Less than 7W

	Operating Temperature
	-10 ~ +55℃

	Operating Humidity
	10 ~ 85%

	Dimension
	205mm(L) * 50mm(H)* 130mm(D) 


ITEM3: Product Name：Four-Channel CIF Encoder
Model: AY-VS204                                            [image: image11.jpg]


                               Model: AY-VS204-W (built-in WiFi)
Technical Specification:
	Video Input 
	4 channel composite video, PAL or NTSC                                                                   

BNC interface,1.0Vp-p,impedance 75Ohms 

	Video Compression
	H.264 Main Profile

	Two Streaming
	Primary and Secondary : H.264/ MJPEG option

	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*480 (D1) 

	VVideo Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Frame Rate 
	PAL: 1-25 frames/second

NTSC:1-30 frames/second

	Video Compression Bit rate
	16Kbit/S～16Mbit/S

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω,

	Audio Compression
	G.726, G711, ADPCM

	Audio Input
	1 channel, RCA port, liner input, Impedance:1KOhms

	Audio Output
	1channel,RCA port, linear output

	Audio talk-back input
	1 channel ,MIC port

	Overlaid Caption
	Channel, Date, Bit rate. position adjustable

	Communication Interface
	1 10M/100M self-adapting Ethernet port, RS485 port, RS232 port 

Built-in some high-speed protocols and decoding protocols.

Support public protocols. 

Support CDMA, GPRS mobile network.

	Storage interface
	1Support SD card storage and snapshot, SD2.0 standard. (Max 32G SD card), Support FTP server.

	Alarm Input 
	4 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

	Alarm Output 
	4 channel on/off output,120VAC 1A/24VDC 1A

	Alarm Message
	Sending alarm message by Email.

	Input Power Supply
	DC 12V,1A

	Maximum Power
	Less than 7W

	Operating Temperature
	-10 ~ +55℃

	Operating Humidity
	10 ~ 85%

	Dimension
	205mm(L) * 50mm(H)* 130mm(D) 


ITEM4: Product Name：One-Channel D1 Encoder (with IDE storage)
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Model: AY-VS201-S
Model: AY-VS201-WS (built-in WiFi)

Technical Specification:
	Video Input 
	1channel composite video, PAL or NTSC                                                                  BNC interface,1.0Vp-p,impedance 75Ohms 

	Video Compression
	H.264 Main Profile

	Two Streaming
	Primary and Secondary : H.264/ MJPEG option

	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*480 (D1) 

	Video Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Frame Rate 
	PAL: 1-25 frames/second                                              NTSC:1-30 frames/second

	Video Compression Bit rate
	16Kbit/S～16Mbit/S

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω,

	Audio Compression
	G.726, G711, ADPCM

	Audio Input
	1 channel, RCA port, liner input, Impedance:1KOhms

	Audio Output
	1channel,RCA port, linear output

	Audio talk-back input
	1 channel ,MIC port

	Overlaid Caption
	Channel, Date, Bit rate. position adjustable

	Communication Interface
	1 10M/100M self-adapting Ethernet port, RS485 port, RS232 port               Built-in some high-speed protocols and decoding protocols.                     Support public protocols.                                                  Support CDMA, GPRS mobile network.

	Storage interface
	Built-in standard IDE port for HDD.                                                Support SD card storage and snapshot, SD2.0 standard. (Max 32G SD card),     Support FTP server.

	Alarm Input 
	4 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

	Alarm Output 
	4 channel on/off output,120VAC 1A/24VDC 1A

	Alarm Message
	Sending alarm message by Email.

	Input Power Supply
	DC 12V,3A

	Maximum Power
	Less than 15W

	Operating Temperature
	-10 ~ +55℃

	Operating Humidity
	10 ~ 85%

	Dimension
	320mm(L) * 50mm(H)* 180mm(D) 
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ITEM5: Product Name：Two-Channel Half-D1Encoder (with IDE storage)

Model: AY-VS203-S                            

Model: AY-VS203-WS (built-in WiFi)
Technical Specification： 
	Video Input 
	2 channel composite video, PAL or NTSC                                                                  BNC interface,1.0Vp-p,impedance 75Ohms 

	Video Compression
	H.264 Main Profile

	Two Streaming
	Primary and Secondary : H.264/ MJPEG option

	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*480 (D1) 

	Video Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Frame Rate 
	PAL: 1-25 frames/second                                              NTSC:1-30 frames/second

	Video Compression Bit rate
	16Kbit/S～16Mbit/S

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω,

	Audio Compression
	G.726, G711, ADPCM

	Audio Input
	1 channel, RCA port, liner input, Impedance:1KOhms

	Audio Output
	1channel,RCA port, linear output

	Audio talk-back input
	1 channel ,MIC port

	Overlaid Caption
	Channel, Date, Bit rate. position adjustable

	Communication Interface
	1 10M/100M self-adapting Ethernet port, RS485 port, RS232 port               Built-in some high-speed protocols and decoding protocols.                     Support public protocols.                                                  Support CDMA, GPRS mobile network.

	Storage interface
	Built-in standard IDE port for HDD.                                                Support SD card storage and snapshot, SD2.0 standard. (Max 32G SD card),     Support FTP server.

	Alarm Input 
	4 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

	Alarm Output 
	4 channel on/off output,120VAC 1A/24VDC 1A

	Alarm Message
	Sending alarm message by Email.

	Input Power Supply
	DC 12V,3A

	Maximum Power
	Less than 15W

	Operating Temperature
	-10 ~ +55℃

	Operating Humidity
	10 ~ 85%

	Dimension
	320mm(L) * 50mm(H)* 180mm(D) 


ITEM6: Product Name：Four-Channel Encoder (with IDE storage)

Model: AY-VS204-S                            

Model: AY-VS204-WS (built-in WiFi)
Technical Specification:
	Video Input 
	4 channel composite video, PAL or NTSC                                                                  BNC interface,1.0Vp-p,impedance 75Ohms 

	Video Compression
	H.264 Main Profile

	Two Streaming
	Primary and Secondary : H.264/ MJPEG option

	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*480 (D1) 

	Video Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Frame Rate 
	PAL: 1-25 frames/second                                              NTSC:1-30 frames/second

	Video Compression Bit rate
	16Kbit/S～16Mbit/S

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω,

	Audio Compression
	G.726, G711, ADPCM

	Audio Input
	1 channel, RCA port, liner input, Impedance:1KOhms

	Audio Output
	1channel,RCA port, linear output

	Audio talk-back input
	1 channel ,MIC port

	Overlaid Caption
	Channel, Date, Bit rate. position adjustable

	Communication Interface
	1 10M/100M self-adapting Ethernet port, RS485 port, RS232 port               Built-in some high-speed protocols and decoding protocols.                     Support public protocols.                                                  Support CDMA, GPRS mobile network.

	Storage interface
	Built-in standard IDE port for HDD.                                                Support SD card storage and snapshot, SD2.0 standard. (Max 32G SD card),     Support FTP server.

	Alarm Input 
	4 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

	Alarm Output 
	4 channel on/off output,120VAC 1A/24VDC 1A

	Alarm Message
	Sending alarm message by Email.

	Input Power Supply
	DC 12V,3A

	Maximum Power
	Less than 15W

	Operating Temperature
	-10 ~ +55℃

	Operating Humidity
	10 ~ 85%

	Dimension
	320mm(L) * 50mm(H)* 180mm(D) 


ITEM7: Product Name：1/2/4-Channel Decoder

Model: AY-VS301
Special Note:
       It supports 1 channel D1, 2 channels Half-D1 (2CIF), 4 channels CIF, and the video input sources come from HH5800 series encoder device. It decodes the image and output to TV – Wall. It is embedded GUI.
Technical Specification： 
	Video Definition
	PAL: 352*288 (CIF), 704*288 (2CIF), 704*576 (D1);
NTSC: 352*240 (CIF), 704*240 (2CIF), 704*576 (D1) 

	Video Compression
	H.264 Main Profile

	VVideo Parameters
	Brightness, Hue, Contrast, Saturation, Image quality.

	Streaming Format
	Optional Video Streaming or Audio &Video composite Streaming

	Video Output 
	1 compound video, PAL or NTSC; BNC, level: 1.0Vp-p, impedance: 75Ω, 

	Audio Compression
	G.726 

	Audio Output
	1channel,RCA port, linear output mp3

	Audio talk-back input
	1 channel ,MIC port

	Communication

Interface
	1 10M/100M self-adapting Ethernet port,1 RS485 port,1RS232 port

Supports public protocols. 

	Input Power Supply
	DC 12V, 1.5A

	Maximum Power
	Less than 15W

	Operating Temperature
	-10 ~ +55

	Operating Humidity
	10 ~ 85%

	Size
	320mm(L) * 50mm(H)* 130mm(D)  


More Information, Please Visit www.szanyuan.com.cn
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